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GENERATOR RENTAL GUIDE
Working with you to make your event happen

`

1.25 kVA Honda Portable (EU10i) 3 kVA Honda Portable (EU30iS)

Generator Size (kVA) Generator Size (kVA)
50 Hz 1.25 kVA 50 Hz 3 kVA

Generator Size (kW) Generator Size (kW)
50 Hz 1 kW 50 Hz 2.4kW

Standby Current (Amps) 3.9 Standby Current (Amps) 12.2
Circuit Breaker Output 3.9 Amp Circuit Breaker Output 12 Amp
Outgoing Connection 1x 13 Amp Single Phase Outgoing Connection 2x 16 Amp Single Phase
Power Factor 0.9 Power Factor 0.8
RCD Protection ✗ RCD Protection ✗
Continuous Power (kW) 900W Continuous Power (kW) 2800W
Standby Power (kW) 1000W Standby Power (kW) 3000W
Petrol or Diesel Petrol Petrol or Diesel Petrol
Fuel Tank Capacity 2.1L Fuel Tank Capacity 13L
Fuel Consumption @75% Load 0.6L/hr Fuel Consumption @75% Load 1.5L/hr
Noise Level @ 1 Metre and 7 
Metres

1m 7m Noise Level @ 1 Metre and 7 
Metres 1m 7m

87 dBA 70 dBA 76 dBA 49 dBA

Weight With Fuel (kg) Without Fuel (kg) Weight With Fuel (kg) Without Fuel (kg)

14.6 13 70.5 61
Dimensions  - Length (mm) 451 Dimensions  - Length (mm) 660

 Width (mm) 242 Width (mm) 440
	 Height (mm) 379 	 Height (mm) 570
Single Point Lift Handle Single point lift Lifting handles at each end
Fork Truck Pockets ✗ Fork Truck Pockets ✗
Manual Start ✓ Manual Start ✓
Auto Start ✗ Auto Start ✗
Synchronised Option ✗ Synchronised Option ✗
Load Share Option ✓ Load Share Option ✓
Road Tow Option ✗ Road Tow Option ✗
Engine Model GXH50 Engine Model GX200
Aspiration Naturally aspirated Aspiration Naturally aspirated
Cooling System Air cooled Cooling System Forced air
Speed Governor Eco Throttle Speed Governor Eco Throttle
Cylinder Numbers 1 Cylinder Numbers 1
Displacement 49.9cc Displacement 196cc

Additional Notes Can be linked to another EU10i to 
give 1.5kW Additional Notes 2 EU30i's can be linked together to 

provide 5kVA.

ORDER CODE GS1PORT  ORDER CODE GS3PORT
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6 kVA Pramac (P6000S) (Available with 3 Phase)

 

Generator Size (kVA)
50 Hz 6 kVA

Generator Size (kW)
50 Hz 4.8 kW

Standby Current (Amps) 21.2 (3 Phase 7A - Per Phase) 
Circuit Breaker Output 20 Amp MCB

Outgoing Connection

2x 16 Single Phase 240VCee Form
2x 16 Single Phase 110V Cee Form
1x 32 Single Phase 110V Cee Form
(1 x 32 Three Phase 400V Cee Form)

Power Factor 0.9
RCD Protection ✗
Continuous Power (kW) 4800W
Standby Power (kW) 5900W
Petrol or Diesel Diesel
Fuel Tank Capacity 22L
Fuel Consumption @75% Load 1.2L/hr
Noise Level @ 1 Metre and 7 
Metres 1m 7m

84 dBA 58 dBA

Weight With Fuel (kg) Without Fuel (kg)

217 203
Dimensions  - Length (mm) 970

	 Width (mm) 580
	 Height (mm) 800
Single point lift ✓
Fork Truck Pockets ✗
Manual Start ✓
Auto Start ✗
Synchronised Option ✗
Load Share Option ✗
Road Tow Option ✓
Engine Model Yanmar
Aspiration Naturally aspirated
Cooling System Forced air
Speed Governor Mechanical
Cylinder Numbers 1
Displacement 435cc

Additional Notes Can be mounted on a small
trailer or wheel frame.

ORDER CODE GS6PORT
ORDER CODE (3 Phase) GS6PORT3

9kVA Skid Mounted (BGG QX10)

Generator Size (kVA)
50 Hz 9 kVA

Generator Size (kW)
50 Hz 7.2 kW

Standby Current (Amps) 39
Circuit Breaker Output 32 Amp 2P MCB

Outgoing Connection 1x 32 Single Phase Cee Form

Power Factor 0.8
RCD Protection Variable
Continuous Power (kW) 7.2kW
Standby Power (kW) 8.5kW
Petrol or Diesel Diesel
Fuel Tank Capacity 60L
Fuel Consumption @75% Load 2.9L/hr
Noise Level @ 1 Metre and 7 
Metres 1m 7m

72 dBA 57 dBA

Weight With Fuel (kg) Without Fuel (kg)

510 456
Dimensions  - Length (mm) 1100

	 Width (mm) 800
	 Height (mm) 1200
Single point lift ✓
Fork Truck Pockets ✓
Manual Start ✓
Auto Start ✓
Synchronised Option ✗
Load Share Option ✗
Road Tow Option ✓
Engine Model Perkins
Aspiration Naturally aspirated
Cooling System Water cooled
Speed Governor Mechanical
Cylinder Numbers 3
Displacement 1.1L

Additional Notes Can be fitted onto small trailer.

ORDER CODE GS09SM
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15 kVA Skid Mounted (Black Base) 20 kVA Road Tow (Black Base)

Generator Size (kVA) Generator Size (kVA)
50 Hz 15 kVA 50 Hz 20 kVA

Generator Size (kW) Generator Size (kW)
50 Hz 12 kW 50 Hz 16 kW

Standby Current (Amps) 54 Standby Current (Amps) 69 (3 Phase - 28A Per Phase)

Circuit Breaker Output 2x 16A MCB 
2x 32A MCB Circuit Breaker Output 1x 63 Amp Single Phase MCB

(1x 32 Amp 3 Phase MCB)

Outgoing Connection 2x 16 Single Phase Cee Form 
2x 32 Single Phase Cee Form Outgoing Connection

1x 63 Single Phase Cee Form
(1x 32 3 Phase Cee Form)
3Ø or 1Ø selectable

Power Factor 1 Power Factor 1
RCD Protection Switchable / Variable RCD Protection Switchable / variable
Continuous Power (kW) 15kW Continuous Power (kW) 16kW
Standby Power (kW) 13kW Standby Power (kW) 17.6kW
Petrol or Diesel Diesel Petrol or Diesel Diesel
Fuel Tank Capacity 250L Fuel Tank Capacity 200L
Fuel Consumption @75% Load 3.7L/hr Fuel Consumption @75% Load 3.8L/hr
Noise Level @ 1 Metre and 7 
Metres 1m 7m Noise Level @ 1 Metre and 7 

Metres 1m 7m

75 dBA 65 dBA 75 dBA 65 dBA

Weight With Fuel (kg) Without Fuel (kg) Weight With Fuel (kg) Without Fuel (kg)

1250 1025 1350 1170
Dimensions  - Length (mm) 2010 Dimensions  - Length (mm) 3100

	 Width (mm) 1010 	 Width (mm) 1720
	 Height (mm) 1800 	 Height (mm) 2160
Single point lift ✓ Single point lift ✓
Fork Truck Pockets ✓ Fork Truck Pockets ✗
Manual Start ✓ Manual Start ✓
Auto Start ✓ Auto Start ✓
Synchronised Option ✗ Synchronised Option ✗
Load Share Option ✗ Load Share Option ✗
Road Tow Option ✓ Road Tow Option ✓
Engine Model Perkins Engine Model Perkins
Aspiration Naturally aspirated Aspiration Naturally aspirated
Cooling System Water cooled Cooling System Water cooled
Speed Governor Mechanical Speed Governor Mechanical
Cylinder Numbers 4 Cylinder Numbers 4
Displacement 2.16L Displacement 2.16L

Additional Notes
Usually lives on 4 wheeled trailer. 
Dimensions given are for Skid Mount 
unit.

Additional Notes Switchable between 3Ø or 1Ø

ORDER CODE GS15SM ORDER CODE GS20RT
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50 kVA Road Tow 50 kVA Skid Mounted     

Generator Size (kVA) Generator Size (kVA)
50 Hz 50 kVA 50 Hz 50 kVA

Generator Size (kW) Generator Size (kW)
50 Hz 40 kW 50 Hz 40 kW

Standby Current (Amps) 69 Per Phase Standby Current (Amps) 69 Per Phase

Circuit Breaker Output 63 Amp Circuit Breaker Output 63 Amp

Outgoing Connection Via breaker with separate earth 
point Outgoing Connection Busbar

Power Factor 0.8 Power Factor 0.8
RCD Protection Switchable / Variable RCD Protection ✗
Continuous Power (kW) 38kW Continuous Power (kW) 40kW
Standby Power (kW) 47.5kW Standby Power (kW) 50kW
Petrol or Diesel Diesel Petrol or Diesel Diesel
Fuel Tank Capacity 245L Fuel Tank Capacity 450L
Fuel Consumption @75% Load 8L/hr Fuel Consumption @75% Load 8L/hr
Noise Level @ 1 Metre and 
7 Metres 1m 7m Noise Level @ 1 Metre and 

7 Metres 1m 7m

80 dBA 67 dBA 79 dBA 67 dBA

Weight with Trailer With Fuel (kg) Without Fuel (kg) Weight With Fuel (kg) Without Fuel (kg)

2200 1980 2000 1595
Dimensions  - Length (mm) 4200 Dimensions  - Length (mm) 3110

	 Width (mm) 1600 	 Width (mm) 1100
	 Height (mm) 2430 	 Height (mm) 1830
Single point lift ✓ Single point lift ✓
Fork Truck Pockets ✗ Fork Truck Pockets ✗
Manual Start ✓ Manual Start ✓
Auto Start ✓ Auto Start ✓
Synchronised Option ✗ Synchronised Option ✗
Load Share Option ✗ Load Share Option ✗
Road Tow Option ✓ Road Tow Option ✓
Engine Model Perkins Engine Model Perkins
Aspiration Turbocharged Aspiration Naturally aspirated
Cooling System Water cooled Cooling System Water cooled
Speed Governor Mechanical Speed Governor Mechanical
Cylinder Numbers 4 Cylinder Numbers 4
Displacement 4.4L Displacement 4.4L
Additional Notes Mounted on trailer as standard Additional Notes Can be mounted on a flatbed trailer
ORDER CODE GS50RT ORDER CODE GS5001SM
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60 kVA Road Tow 80 kVA Road Tow    

Generator Size (kVA) Generator Size (kVA)
50 Hz 60 kVA 50 Hz 80 kVA

Generator Size (kW) Generator Size (kW)
50 Hz 48 kW 50 Hz 64 kW

Standby Current (Amps) 87 Per Phase Standby Current (Amps) 115 Per Phase
Circuit Breaker Output 125 Amp Circuit Breaker Output 250 Amp

Outgoing Connection
2 x 16 Amp Single Phase
2 x 32 Amp 3 Phase
Busbar

Outgoing Connection Via breaker with separate earth point

Power Factor 0.8 Power Factor 0.8
RCD Protection Switchable / Variable RCD Protection ✓
Continuous Power (kW) 48kW Continuous Power (kW) 64kW
Standby Power (kW) 52kW Standby Power (kW) 70kW
Petrol or Diesel Diesel Petrol or Diesel Diesel
Fuel Tank Capacity 569L Fuel Tank Capacity 200L
Fuel Consumption @75% Load 13.7L/hr Fuel Consumption @75% Load 13.6L/hr
Noise Level @ 1 Metre and 7 
Metres 1m 7m Noise Level @ 1 Metre and 7 

Metres 1m 7m

75 dBA 63 dBA 76 dBA 63 dBA

Weight With Fuel (kg) Without Fuel (kg) Weight With Fuel (kg) Without Fuel (kg)

3072 2560 2000 1820
Dimensions  - Length (mm) 4450 Dimensions  - Length (mm) 4040

	 Width (mm) 1830 	 Width (mm) 1620
	 Height (mm) 1360 	 Height (mm) 2020
Single point lift ✓ Single point lift ✓
Fork Truck Pockets ✗ Fork Truck Pockets ✗
Manual Start ✓ Manual Start ✓
Auto Start ✓ Auto Start ✓
Synchronised Option ✗ Synchronised Option ✗
Load Share Option ✗ Load Share Option ✗
Road Tow Option ✓ Road Tow Option ✓
Engine Model Perkins Engine Model Perkins 
Aspiration Turbocharged Aspiration Turbocharged
Cooling System Water cooled Cooling System Water cooled
Speed Governor Mechanical Speed Governor Electronic
Cylinder Numbers 4 Cylinder Numbers 4
Displacement 4.4L Displacement 4.4L
Additional Notes Additional Notes

Flat faced couplings for external tank. Due to its compact size and chassis style, this generator is ideal for 
rapid deployment and positioning in tight spaces.

ORDER CODE GS60RT ORDER CODE GS80RT
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80 kVA Skid Mounted 100 kVA Skid Mounted

Generator Size (kVA) Generator Size (kVA)
50 Hz 80 kVA 50 Hz 100 kVA

Generator Size (kW) Generator Size (kW)
50 Hz 64 kW 50 Hz 80 kW

Standby Current (Amps) 115 Per Phase Standby Current (Amps) 139 Per Phase
Circuit Breaker Output 125 Amp Circuit Breaker Output 200 Amp

Outgoing Connection 2x 16 Amp Single Phase
2x 32 Amp 3 Phase / Busbar Outgoing Connection

1x 63 Amp Three Phase
2x 32 Amp 3 Phase / Busbar
2x 16 Amp Single Phase

Power Factor 0.8 Power Factor 0.8
RCD Protection Switchable / Variable RCD Protection Switchable / Variable
Continuous Power (kW) 64kW Continuous Power (kW) 80 kW
Standby Power (kW) 70kW Standby Power (kW) 88 kW
Petrol or Diesel Diesel Petrol or Diesel Diesel
Fuel Tank Capacity 631L Fuel Tank Capacity 662L
Fuel Consumption @75% Load 13.6L/hr Fuel Consumption @75% Load 19 L/hr
Noise Level @ 1 Metre and 7 
Metres 1m 7m Noise Level @ 1 Metre and 7 

Metres 1m 7m

76 dBA 63 dBA 77.1 dBA 64.8 dBA

Weight With Fuel (kg) Without Fuel (kg) Weight With Fuel (kg) Without Fuel (kg)

2940 2400 3400 2800
Dimensions  - Length (mm) 3300 Dimensions  - Length (mm) 3300

	 Width (mm) 1220 	 Width (mm) 1200
	 Height (mm) 1960` 	 Height (mm) 2000
Single point lift ✓ Single point lift ✓
Fork Truck Pockets ✓ Fork Truck Pockets ✓
Manual Start ✓ Manual Start ✓
Auto Start ✓ Auto Start ✓
Synchronised Option ✗ Synchronised Option ✓
Load Share Option ✗ Load Share Option ✓
Road Tow Option ✓ Road Tow Option ✗
Engine Model Perkins Engine Model Perkins 
Aspiration Turbocharged Aspiration Turbocharged
Cooling System Water cooled Cooling System Water cooled
Speed Governor Mechanical Speed Governor Electronic
Cylinder Numbers 4 Cylinder Numbers 4
Displacement 4.4L Displacement 4.4L

Additional Notes Flat face couplings for external tank. 
Can be loaded on a trailer. Additional Notes Flat face couplings for external tank. 

ORDER CODE GS80SM ORDER CODE GS100SM
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120 kVA Road Tow 200 kVA Skid Mounted

Generator Size (kVA) Generator Size (kVA)
50 Hz 120 kVA 50 Hz 200 kVA

Generator Size (kW) Generator Size (kW)
50 Hz 96 kW 50 Hz 160 kW

Standby Current (Amps) 184 Per Phase Standby Current (Amps) 278 Per Phase
Circuit Breaker Output 200 Amp Circuit Breaker Output 400 Amp

Outgoing Connection 1x 125/3, 1x 63/3, 2x 32/3, 3 x32/1 
and Busbar - 2x 5 Wire Powerlock Outgoing Connection Busbar

Power Factor 0.8 Power Factor 0.8
RCD Protection Switchable / Variable RCD Protection ✗
Continuous Power (kW) 96 kW Continuous Power (kW) 144 kW
Standby Power (kW) 106 kW Standby Power (kW) 160 kW
Petrol or Diesel Diesel    Petrol or Diesel Diesel    
Fuel Tank Capacity 200L Fuel Tank Capacity 1000L
Fuel Consumption @75% Load 22 L/hr Fuel Consumption @75% Load 35.6L/hr
Noise Level @ 1 Metre and 7 
Metres 1m 7m Noise Level @ 1 Metre and 7 

Metres 1m 7m

94 dBA 78 dBA 80 dBA 68 dBA

Weight With Fuel (kg) Without Fuel (kg) Weight With Fuel (kg) Without Fuel (kg)

2800 2600 4899 3999
Dimensions  - Length (mm) 5000 Dimensions  - Length (mm) 4170

	 Width (mm) 1850 	 Width (mm) 1380
	 Height (mm) 2300 	 Height (mm) 2290
Single point lift ✓ Single point lift 2 point lifting
Fork Truck Pockets ✓ Fork Truck Pockets ✓
Manual Start ✓ Manual Start ✓
Auto Start ✓ Auto Start ✓
Synchronised Option ✓ Synchronised Option ✓
Load Share Option ✓ Load Share Option ✓
Road Tow Option ✓ Road Tow Option ✗
Engine Model John Deere Engine Model Perkins 
Aspiration Turbocharged Aspiration Turbocharged
Cooling System Water cooled Cooling System Water cooled
Speed Governor Electronic Speed Governor Electronic
Cylinder Numbers 4 Cylinder Numbers 6
Displacement 4.5L Displacement 8.7L

Additional Notes Additional Notes Flat faced couplers for external tank.

ORDER CODE GS120RT ORDER CODE GS200SM
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275 kVA Skid Mounted

Generator Size (kVA) Two point lift ✓
50 Hz 275 kVA Fork Truck Pockets ✓

Generator Size (kW) Manual Start ✓
50 Hz 220 kW Auto Start ✓

Standby Current (Amps) 383 Per Phase Synchronised Option ✓
Circuit Breaker Output 630 Amp Load Share Option ✓

Outgoing Connection Busbar Road Tow Option ✗

Power Factor 0.8 Engine Model Perkins

RCD Protection Switchable / Variable Aspiration Turbocharged

Continuous Power (kW) 220 Cooling System Water cooled
Standby Power (kW) 242 Speed Governor Electronic
Petrol or Diesel Diesel Cylinder Numbers 6
Fuel Tank Capacity 592.6 Displacement 11.7L
Fuel Consumption @75% Load 47.3L/hr

Additional Notes Fitted with flat faced couplers for 
external tank.Noise Level @ 1 Metre and 7 

Metres 1m 7m

99 dBA 83 dBA

Weight With Fuel (kg) Without Fuel (kg)

4518 3880

Dimensions  - Length (mm) 4100
	 Width (mm) 1400
	 Height (mm) 2300 ORDER CODE GS275SM
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300 kVA Skid Mounted

Generator Size (kVA) Single point lift ✓
50 Hz 300 kVA Fork Truck Pockets ✗

Generator Size (kW) Manual Start ✓
50 Hz 240 kW Auto Start ✓

Standby Current (Amps) 433 Per Phase Synchronised Option ✓
Circuit Breaker Output 600 Amp Load Share Option ✓

Outgoing Connection 2x 5 wire Powerlock
32/3 Cee Form Road Tow Option ✗

Power Factor 0.8 Engine Model Scania
RCD Protection N/A Aspiration Turbocharged
Continuous Power (kW) 240kW Cooling System Water cooled
Standby Power (kW) 264kW Speed Governor Electronic
Petrol or Diesel Diesel Cylinder Numbers 6
Fuel Tank Capacity 750 Displacement 11.7L
Fuel Consumption @75% Load 70L/hr

Additional Notes Fitted with flat faced couplers for 
external tank.Noise Level @ 1 Metre and 7 

Metres 1m 7m

99 dBA 83 dBA

Weight With Fuel (kg) Without Fuel (kg)

4850 4175
Dimensions  - Length (mm)       4750

Width (mm) 1660
	 Height (mm) 2240 ORDER CODE GS300SM

275 kVA Twin Set - Containerised

Generator Size (kVA) Single point lift 4 Point Lifting
50 Hz 275 kVA Fork Truck Pockets ✗

Generator Size (kW) Manual Start ✓
50 Hz 220 kW Auto Start ✓

Standby Current (Amps) 383 Per Phase Synchronised Option ✓
Circuit Breaker Output 400 Amp Load Share Option ✓

Outgoing Connection

4x Powerlock
1x 125/3
1x 63/1
1x 32/3  Cee Form

Road Tow Option Artic trailer

Power Factor 0.8 Engine Model Perkins

RCD Protection Switchable / variable on Cee Form 
outlets

Aspiration Turbocharged
Cooling System Water cooled

Continuous Power (kW) 200kW Speed Governor Electronic
Standby Power (kW) 220kW Cylinder Numbers 6
Petrol or Diesel Diesel Displacement 8.7L
Fuel Tank Capacity 2000L

Additional Notes
Units built in to 20` ISO shipping 
container. 
Dimensions given are for generator 
container. 
Mounted on standard height 40` 
trailer with front load area. 
Trailer can shorten to 30`
Flat faced couplings for external tank

Fuel Consumption @75% Load 42L/hr
Noise Level @ 1 Metre and 7 
Metres 1m 7m

73 dBA 69 dBA

Weight With Fuel (kg) Without Fuel (kg)

13,000 11,200
Dimensions  - Length (mm) 6006

Width (mm) 2550
	 Height (mm) 2780 ORDER CODE GS275TW
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350 kVA Twin Set – Containerised

Generator Size (kVA) Single point lift 4 Point Lifting
50 Hz 350 kVA Fork Truck Pockets ✗

Generator Size (kW) Manual Start ✓
50 Hz 280 kW Auto Start ✓

Standby Current (Amps) 487 Per Phase Synchronised Option ✓
Circuit Breaker Output 630 Amp Load Share Option ✓

Outgoing Connection

4x Powerlock
1x 125/3
1x 63/3 
3x 63/1
1x 32/3 Cee Form

Road Tow Option Artic trailer

Power Factor 0.8 Engine Model Perkins

RCD Protection Switchable / Variable on Cee Form 
outlets Aspiration Turbocharged

Continuous Power (kW) 280kW Cooling System Water cooled
Standby Power (kW) 320kW Speed Governor Mechanical
Petrol or Diesel Diesel Cylinder Numbers 6
Fuel Tank Capacity 2000 Displacement 12.1L
Fuel Consumption @75% Load 53L/hr

Additional Notes Units built in to 20` ISO shipping 
container. 
Dimensions given are for generator 
container. 
Mounted on standard height 40` 
trailer with load area to front and 
rear. 
Flat faced couplings for external 
tank.

Noise Level @ 1 Metre and 7 
Metres 1m 7m

73 dBA 69 dBA

Weight With Fuel (kg) Without Fuel (kg)

13,000 11,200

Dimensions  - Length (mm) 6006
Width (mm) 2550

	 Height (mm) 2780 ORDER CODE GS350TW
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500 kVA Twin Set - Containerised (Atlas Copco 500-01/02)

Generator Size (kVA) Single point lift 4 Point Lifting
50 Hz 500 kVA Fork Truck Pockets ✗

Generator Size (kW) Manual Start ✓
50 Hz 400 kW Auto Start ✓

Standby Current (Amps) 880 Per Phase Synchronised Option ✓
Circuit Breaker Output 880 Amp Load Share Option ✓

Outgoing Connection 3x Powerlock per Generator
1x 125/3, 1x 32/3 Road Tow Option Artic trailer

Power Factor 0.8 Engine Model Deutz

RCD Protection Switchable / Variable on Cee Form 
outlets Aspiration Turbocharged

Continuous Power (kW) 390kW Cooling System Water cooled
Standby Power (kW) 488kW Speed Governor Electronic
Petrol or Diesel Diesel Cylinder Numbers V8
Fuel Tank Capacity 1500 Displacement 15.8L
Fuel Consumption @75% Load 71L/hr

Additional Notes 2x 20` single units on standard 
height 42` flatbed trailer with twist 
locks. 
Fitted with flat faced couplers for 
external tank.

Noise Level @ 1 Metre and 7 
Metres 1m 7m

77 dBA 61 dBA

Weight With Fuel (kg) Without Fuel (kg)

13,621 12,271
Dimensions  - Length (mm) 6000

	 Width (mm) 2400
Height (mm) 2600

ORDER CODE GS500TW
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500 kVA Skid Mounted

Generator Size (kVA) Single point lift ✓
50 Hz 500 kW Fork Truck Pockets ✓

Generator Size (kW) Manual Start ✓
50 Hz 400 kW Auto Start ✓

Standby Current (Amps) 722 Per Phase Synchronised Option ✗
Circuit Breaker Output 800 Amp Load Share Option ✗
Outgoing Connection Busbar Road Tow Option ✗
Power Factor 0.8 Engine Model Perkins
RCD Protection ✓ Aspiration Turbocharged
Continuous Power (kW) 364kW Cooling System Water cooled
Standby Power (kW) 400kW Speed Governor Electronic
Petrol or Diesel Diesel Cylinder Numbers 6
Fuel Tank Capacity 887 Displacement 15.2L
Fuel Consumption @75% Load 71L/hr

Additional Notes Fitted with Flat faced couplers for 
external tank.Noise Level @ 1 Metre and 7 

Metres 1m 7m

79 dBA 69 dBA

Weight With Fuel (kg) Without Fuel (kg)

5,823 5,033
Dimensions  - Length (mm) 5000

Width (mm) 1780
	 Height (mm) 2350 ORDER CODE GS500SM
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880 kVA - Containerised

Generator Size (kVA) Single point lift 4 Point Lifting
50 Hz 880 kVA Fork Truck Pockets ✗

Generator Size (kW) Manual Start ✓
50 Hz 704 kW Auto Start ✓

Standby Current (Amps) 1271 Per Phase Synchronised Option ✗
Circuit Breaker Output 1250 Amp Load Share Option ✗

Outgoing Connection 6x Powerlock
1x 32/3 Cee Form Road Tow Option Artic trailer

Power Factor 0.8 Engine Model Perkins
RCD Protection ✗ Aspiration Turbocharged
Continuous Power (kW) 640kW Cooling System Water cooled
Standby Power (kW) 720kW Speed Governor Mechanical
Petrol or Diesel Diesel Cylinder Numbers V12
Fuel Tank Capacity 2000 Displacement 26L
Fuel Consumption @75% Load 127.5L/hr

Additional Notes Installed in 20` ISO shipping
container. 
Mounted on a standard height 40` 
trailer, with load area to front. 
Dimensions given are for generator 
container. 
Flat faced couplings for external 
tank.

Noise Level @ 1 Metre and 7 
Metres 1m 7m

83 dBA 67 dBA

Weight With Fuel (kg) Without Fuel (kg)

13,000 11,200
Dimensions  - Length (mm) 6006

Width (mm) 2550
	 Height (mm) 2780 ORDER CODE GS880CT
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200 kVA Generator Truck

Generator Size (kVA) Single point lift ✗
50 Hz 200 kVA Fork Truck Pockets ✗

Generator Size (kW) Manual Start ✓
50 Hz 160 kW Auto Start ✗

Standby Current (Amps) 254 Per Phase Synchronised Option ✓
Circuit Breaker Output 300 Amp Load Share Option ✓

Outgoing Connection

2x 5 wire Powerlock
2x 3 wire Powerlock
2x 125/3
2x 63/3
2x 32/3
2x 32/1
2x 16/1 Cee Form

Road Tow Option Built into 18t rigid

Power Factor 0.8 Engine Model Cummins
RCD Protection Switchable / Variable Aspiration Turbocharged
Continuous Power (kW) 125kW Cooling System Water cooled
Standby Power (kW) 140kW Speed Governor Electronic
Petrol or Diesel Diesel Cylinder Numbers 6
Fuel Tank Capacity 1000L Displacement 8.3
Fuel Consumption @75% Load 40L/hr

Additional Notes Synchronised pair of generators 
mounted in 18t rigid, with separate 
control room and large load space 
with tail lift. 
Custom built twin generator truck.

Noise Level @ 1 Metre and 7 
Metres 1m 7m

69 dBA 62 dBA

Weight With Fuel (kg) Without Fuel (kg)

16,500 15,600
Dimensions  - Length (mm) 8800

Width (mm) 2600
	 Height (mm) 3790 ORDER CODE GS200OB
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100 kVA Generator Truck

Generator Size (kVA) Single point lift ✗
  50 Hz 100 kVA Fork Truck Pockets ✗

Generator Size (kW) Manual Start ✓
50 Hz 80 kW Auto Start ✓

Standby Current (Amps) 153 Per Phase Synchronised Option ✓
Circuit Breaker Output 160 Amp Load Share Option ✓

Outgoing Connection

1x  5 wire Powerlock 
1x 125/3 
3x 125/1 
1x 63/3 
2x 63/1
1x 32/3
3x 32/1
3x 16/1 Cee Form

Road Tow Option Built into 18t rigid

Power Factor 0.8 Engine Model Perkins
RCD Protection Switchable / Variable Aspiration Turbocharged
Continuous Power (kW) 80kW Cooling System Water cooled
Standby Power (kW) 88kW Speed Governor Electronic
Petrol or Diesel Diesel Cylinder Numbers 6
Fuel Tank Capacity 1000L Displacement 6L
Fuel Consumption @75% Load 13.5L/hr

Additional Notes Synchronised pair of generators 
mounted in 18t rigid, with 
separated control room / load space. 
Custom built twin generator truck.

Noise Level @ 1 Metre and 7 
Metres 1m 7m

71 dBA 65 dBA

Weight With Fuel (kg) Without Fuel (kg)

14,000 13,100
Dimensions  - Length (mm) 8100

Width (mm) 2600
	 Height (mm) 4000 ORDER CODE GS100OB
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Fuel Handling 

Our range of mobile and static fully bunded bowsers allow us to offer a tailor made package to suit 
your events fueling needs. 
We use a number of reliable fuel suppliers and hold a good stock in house so that we can react efficiently to our 
clients requests. Our ADR trained staff have many years of experience in fuel handling and safety is our main 
priority. Please contact us to discuss your fueling requirements

105L – Western EasyCube (For IDF Heaters Only)

Tank Type Western Easycube
Fuel Capacity (Ltrs) 105L
Fuel Lines ✓
Stackable ✗
Fork Slots ✗
Road Tow Option ✗
Lockable Lid ✓
Wet Weight 150 kg

Dimensions  - Length (mm) 600
	 Width (mm) 510
	 Height (mm) 1000

Additional Notes
Comes with 5m hose & fittings for 
110 kW and 150 kW IDF Heaters. 
ADR Exempt

ORDER CODE FB105EACB

910L – Transcube
Tank Type Western Transcube
Fuel Capacity (Ltrs) 910L
Fuel Lines ✓
Stackable ✓
Fork Slots ✓
Road Tow Option ✗
Lockable Lid ✓
Wet Weight 1377 kg

Dimensions  - Length (mm) 1150
	 Width (mm) 1150
	 Height (mm) 1320

Additional Notes ADR Exempt

ORDER CODE FB910NP

960L - Road Tow Bowser
Tank Type Western Trailers
Fuel Capacity (Ltrs) 960L
Fuel Lines ✗
Stackable ✗
Fork Slots ✗
Road Tow Option ✓
Lockable Lid ✓
Wet Weight 2000 kg

Dimensions  - Length (mm) 3960
	 Width (mm) 1870
	 Height (mm) 1770

Additional Notes

Ball Hitch. 
Petrol driven pump. 
10m delivery Hose with Fuel 
meter.

ORDER CODE FB960RT
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980L Tank (Hand Pump)

Tank Type Fuel Safe Notes
Fuel Capacity (Ltrs) 980L
Fuel Lines ✓
Stackable ✗
Fork Slots ✓
Road Tow Option ✗
Lockable Lid ✓
Wet Weight 1180 kg

Dimensions  - Length (mm) 1600
	 Width (mm) 1480
	 Height (mm) 1580
Additional Notes Hand Pump
ORDER CODE FB980HP

4550L Tank (12V Pump) 4550L Tank (240V Pump)

Tank Type Fuel Safe Tank Type Fuel Cell
Fuel Capacity (Ltrs) 4550L Fuel Capacity (Ltrs) 4550L
Fuel Lines ✓ Fuel Lines ✓
Stackable ✗ Stackable ✗
Fork Slots ✓ Fork Slots ✓
Road Tow Option ✗ Road Tow Option ✗
Lockable Lid ✓ Lockable Lid ✗
Wet Weight 4960 kg Wet Weight 4960 kg

Dimensions  - Length (mm) 2450 Dimensions  - Length (mm) 3160
	 Width (mm) 1900 	 Width (mm) 1510
	 Height (mm) 1860 	 Height (mm) 1780
Additional Notes 12 Volt Pump Additional Notes 240 Volt Pump
ORDER CODE FB4550LVP ORDER CODE FB4500EP

2900L Transcube

Tank Type Western Transcube
Fuel Capacity (Ltrs) 2900L
Fuel Lines ✓
Stackable ✓
Fork Slots ✓
Road Tow Option ✗
Lockable Lid ✓
Wet Weight 3692 kg

Dimensions  - Length (mm) 2300
	 Width (mm) 1550
	 Height (mm) 1320
Additional Notes
ORDER CODE FB2900NP
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CO2  2kg Fire Extinguisher

Size
2 kg
Notes

Tested Annually

ORDER CODE

GFE01

GENERATOR ACCESSORIES

Fuel Spill Kit
Contents

•	10 Pads
•	1 Sock

•	1 pair of gloves
•	1 Disposable bag

•	1 Waterproof carry case
•	(Spill granules available on request)

ORDER CODE

GSK01

Powder 2kg Fire Extinguisher

Size
2 kg
Notes

Tested Annually

ORDER CODE

GFE02

Water 6L Fire Extinguisher

Size
6 L
Notes

Tested Annually

ORDER CODE

GFE03

9000L Storage Tank
Tank Type Western Envirobulka
Fuel Capacity (Ltrs) 9000L
Fuel Lines ✗
Stackable ✗
Fork Slots ✓
Road Tow Option ✗
Lockable Lid ✓
Wet Weight 11000 kg

Dimensions  - Length (mm) 2700
	 Width (mm) 2300
	 Height (mm) 2560

Additional Notes Petrol driven delivery pump

ORDER CODE FB9000PP

Fire Extinguishers are only rented to people with suitable training.
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